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  Thermoplastic Elastomers, PVC based 

  
 Speciality PVC Compounds 

  
 Thermoplastic Elastomers, SEBS, SBS 
 
 
 

 

(1) Satisfy Rohm test 

 
 

 
  

Basis Co-extrusion Hardness Hydrocarbon 
resistance 

White Spirit 
resistance 

Services 
temperatures

 
MX 100 PVC/NBR PVC Rigid 60/85A  + +  + +  -20 / +80 °C 
MX 152 PVC/NBR PVC Rigid 60/80A  + +  + +  -20 / +80 °C 
MX 160 PVC/NBR PVC Rigid 65A  + +  + +  -20 / +80 °C 

MX 500 / 511 .   PVC PVC Rigid 60/85A  +  +  -20 / +80 °C 
MX 950 (1) PVC PVC Rigid Non migrant, special contact PC & PMMA  -20 / +85 °C 

téfanyl ®
 

VE 115 / 119 PVC/NBR PVC Rigid 60/85A  + +  + +  -20 / +80 °C 
VE 116 PVC/NBR PVC Rigid 60/80A  + +  + +  -20 / +80 °C 

téfabloc ®
 

TOSE 118 / 138 SBS PP/PE 60/80A / /  -40 / +60 °C 
TO .. 628 SEBS PP/PE 30/85A / /  -40 / +100 °C
TOSE 882  SEBS PP/PE 60/80A / /  -50 / +85 °C 

SEALING 

Marvylex ®, Téfabloc ®, Téfanyl ® are the three product lines including
formulations specifically designed to produce extruded seals. 
With the most extensive product range in the market, CTS offers solutions for all
types of wood, PVC and aluminium doors and windows. 
Seals can be extruded or co-extruded and can also be integrated with PVC
profiles by co-extrusion or post co-extrusion. 
Depending on requirements, formulations can be supplied that are certified to
conform to main European standards.

Warning:   The information contained herein is accurate to the best of our knowledge, but since the circumstances and conditions in which the material may be used are beyond our control,we do not accept liability for any loss or damage that may occur nor 
do we offer any warranty of immunity against patent infringement The values indicated in the tables only describe typical properties but do not constitute specification limits




